
VISES /ETAUX 

NEW LOW LOW 
NOUVEAUX BAS, 


PRICES 
BAS PRIX 



EXTRA HEAVY DUTY 
CHIPPING VISES—516-518 

These vises are the toughest, most powerful 
available. Designed for extra heavy applications, 
they have deep hardened steel jaw plates 
tenoned on the vises, providing extra gripping 
surface and rigidity. Jaw plates are renewable 
and interchangeable. 

The body and sliding jaw are high tensile 
castings guaranteed against breakage. The 
main screw is high tensile steel fitted with an 
anti-friction thrust washer for smooth action. 


TENONED JAW PLATES 
CITY 


516 

518 


150 

205 


105 4'/b 

125 5 


52.7 

84.4 


116 

186 


Jaw 
Width 
mm in. 


Jaw 

Opening 
mm in. 


Jaw 
Depth 
mm in. 


Approx. 
Weight 
kg lb 


Qty 


Each 


Qte 


Chaque 


1 

No. 516 

$450.00 

Federal Sales Tax Included 

18 

No. 518 

$500.00 

Taxe federale incluse 



MONTREAL: 5110, avenue Fairway, Lachine. Que. H8T 1 B8 
TORONTO: Order Desk 

WINNIPEG: 70 Stevenson Rd., Winnipeg, Man. R3H 0W7 
EDMONTON: 11611 — 145 St., Edmonton, Alta. T5M 1V9 
CALGARY: #17,5920 — 11 Street. S.E., Calgary, Alta. T2H 2G1 
VANCOUVER: 1497 Adanac St., Vancouver, B.C. V5L 2C4 


Tel: (514) 636-1870 Telex: 05-822501 
Tel: 1-800-361-2016 
Tel: (204) 633-2490 Telex. 07-57362 
Tel: (403) 455-4151 Telex: 037-3586 
Tel: (403) 253-3351 

Tel: (604) 253-7558 Telex: 04-55220 


MORS FIXES PAR TENONS 
POUR ASSl IRER LA RIGIDITE 


516 

518 


150 

205 


250 

305 


105 4V a 
125 5 


52.7 

84.4 


116 

186 


RECORD MARPLES INC 


MORS TRES PROFONDS 


ETAUX “BURINAGE” POUR 


TRAVAUX SUPER- 


INTENSIFS—516-518 

Ces etaux sont les plus robustes et les plus 
puissants de la gamme. Congus pour les 
utilisations les plus rigoureuses, ils sont munis de 
mors profonds d’acier trempe, fixes par tenons aux 
machoires, pour assurer une grande surface de 
prise d’une grande rigidite. Les mors sont 
remplagables et interchangeables. 

Le corps et la machoire coulissante sont 
constitues de pieces coulees garanties incassables. 
La vis-mere d’acier a grande resistance a la traction 
est munie d’une rondelle de butee antifriction pour 
assurer la douceur de fonctionnement. 


Largeur 

des 

machoires 
po 


mm 


Ouverture 

des 

machoires 
PO 


mm 


Profondeur 

des 

machoires 
po 


mm 


Poids approx, 
kg lb 




•L 




MARITIMES: (excl. Newfoundland) Order Desk 



Tel: 1-800-361-2016 



BAHCO 



RIDGWAY 
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